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AMENDMENTS TO THE CLAIMS 

This listing of the claims replaces all prior versions, and listings, of claims in the 

. >ii 

I. J SUNG OF CLAIMS 

1. (Currently Amended) A method for enabling a user of a mobile device to control 
"t i' s i eve > - - m i ! , a^ e 

i a a-eipomnK e nabling -sel cct a first user nouTmats.- m <a i <. > 

i : v „ <o < 1 o \i tee 1 b\ the user of the mobile device; and 

switching automatically to a second user notification profile when a switch condition 
ied h> i . ^ri> satisfied, the second user notification profile being defined by 
; ;-.e <i „ it .to, >o 

1 (Cancelled) 

3. (Currently Amended) The .method of claim ^~i_wherein said switch condition is 
defined in relation to a time parameter. 

4. (Currently Amended) The method of claim 3-l_wherein said switch condition, is 
defined in relation to a location parameter. 

5. (Currently Amended) The method of claim 2-~Lcomprising storing the- switch 
condition in association with one of the first and second user notification profiles to facilitate re- 
use of a stored switch condition. 

6. (Original) The method of claim 5 wherein defining the switch condition comprises 
accessing s ret switch ct do 1 fji re-use. 

7. (Orlg-'sra!) Hie method of claim vhereinsai rs iser j i „onuise 
spt defines t I ih sei ict c ol easts ne ; it evei s md sa see* id e 
notification profile comprises options defined to enable user notification of said at least some of 
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'lv s ^ 'u't, d a s st t l tl < < . <■ sfi , t 

the switch condition. 

8. (Original) The method of claim 1 wherein said first user notification profile comprises 
options defined to enable user notification of at least some of the events and said second user 
notification profile comprises options defined to disable user notification of said at least some of 
he events ry t t ^ 1 v catio he satisfaction o 
the switch condition. 

9, (Currently Amended) The method of claim 21 comprising: 

enabling said first user notification profile to control the notification thereby replacing a 
previously enabled user nohfi 

defining said second user notification profile in accordance with said previously enabled 
user notification profile such that said switching automatically re-enables the previously 
enabled user notification profile. 

TO, (Ctirren > Amended) A mobile device for managing events, the device comprising: 

a user interface for the notification of the events, tee u , o o_.ro ,oitu e< h a 
phtr ser notiflcatio noSies, each profile being defined by notifieatfoft- 

Options, said user interface comprising: 

a profile switch component to automatically switch the current profile to a next profile 
.selected from the plurality of profiles in response to a switch condition being satisfied; 

a profile enablement component to enable, a user . to se lecti ve ly-ga a b l e one of said profiles 
to be temporal m defined as the current profile and to -.m <' e fi e user to defmc the switch 
on< < th c as ; e current profile to switch to the ne> profile 



11, (Origifisl) The device of claim 10 wherein the profile enablement component enables 
the user to define switch conditions for more than one of said profiles. 
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12. (Original) The device of claim 11 wherein the profile enablement component defines 
switch conditions in response to at least one of a time parameter and a device location parameter, 

13. (Original) The device of claim 1 1 wherein the profile enablement component is adapted 
to enable the user to select one of said profiles to be the current profile. 

14. (Original) The device o slaim 10 compri a vi coral o ori co poncnt 
tonic nk lit \ -lacnoi >fthe w tel condition to de.e 1 1 t n; v , 1 t 1 ig 

15. (Original) The. device of claim 11 wherein the usei . v f - eoa^ c - .e h' 
switch condition in association with one of the profiles to facilitate re-use of the switch 
condition, 

1 (>. (Original) The device of claim 1 5 wherein the profile enablement component is adapted 
to access the stored switch condition for re-use. 

1 ?. (Original) The device of claim 1 0 wherein the profile enablement component comprises 
"a further switch condition that, if satisfied, automatically switches from the next profile to a 
new next profile . 

18. (Original) The device of claim 10 wherein the next profile is defined in accordance 
with a last profile enabled immediately prior to the em-rent prof k sue i that s > < win. 
component switches back to the last profile. 

19. (Original) The device of claim 10 wherein the profile enablement component can he 
programmed to temporarily activate one of the plurality of user notification profiles for a user- 
determined period of time. 

20. (€m-ienti> \nvnded) A cot ^ ' 
ie< ui i hi lg 

notification of the events, the computer program comprising: 

> o tna i *g vrpi> t -s n.™ r pro , c\ . meu by 

notiiieaiio- con; ro! ected by a user; and 
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code for switching automatically to a second user notification profile when a switch 
condition defined by the user is satisfied the second user notification profile being 
defined by preset notification control options. 



